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Rugged Vehicle Mount Computer

Powerful dual SIM, dual-channel 4G communication

Supports 100M Ethernet, 250K/500K CANbus

1 TOPS processor, Android/Linux dual system

Supports 4 cameras, 360° panoramic view

Handheld mic for easy communication

Built-in TF slot for limitless storage

Compatible with CP ISOBUS VT, connects to machinery easily
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Rugged Vehicle Mount Computer                          APOLLO 10 GEN2

Specifications
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Precision Agriculture Construction machine Smart Transportation

Smart Mining Industrial Control Warehouse

Bridge Monitoring Smart Port Medicine Production

APPLICATIONS

LTE 4G*2（dual channel）
WiFi 802.11b/g/n/ac，2.4G/5G
BT 4.2
Optinal RTK GNSS
RS232*2+RS485*1
USB 2.0*1
100Mbps Ethernet*1
CAN*3
INPUT*1
OUTPUT*2
Support CP ISOBUS VT

9-36V DC Input
ACC Ignition Detection
Power Supply Voltage Detection
Under and Over Voltage Protection
Reverse Voltage Protection

Communi-
cation

&
Interface

Sensor

Mechanical
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Rugged
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Power

Display

System

CPU Quad-Core 64 Bit Cortex-A55, 2.0GHz
GPU ARM G52 2EE 

Power Button*1, Function Button*1Button

Connector

Protection Level: IP67
Vibration: MIL-STD-810
Road Vehicle Standard: ISO16750
Operation Temperature: -30℃ ~ +70℃
Operation Humidity: 0% ~ 90%RH
Storage Temperature: -40℃~ +85℃
Humidity: 30% - 95%
Salt Spray: 48 Hours of Salt Spray Test

AHD Camera up to 1080P*4 or 720*4
Support CP AVM 360 Surround View
Support Built-in Speaker
Handheld microphone for intercom functional-
ity（Optional ）

10.1" 5-Point Capacitive Multi-touch Screen
Above 750 cd/m²
1280*800px

Dimension (W*H*D): 248.9*167.5*29.85mm
Weight: 0.99kg

26PIN Connector *1
SMA Female Connector *1
TNC Female Connector *2
USB Type-A Connector*1

Android 11.0
Linux 5.10
2GB RAM LPDDR4, Up to 8GB
16GB ROM EMMC, Up to 128GB
Supports TF card up to 1T (choose one from 
ground)
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CP
ISOBUS VT

双系统 CP AVM
���°环视影像

百兆以太网双卡双通道
�G通信

内置TF卡槽手麦对讲�T算力

从平技术坚固型车载平板

首创强劲双卡双通道�G通信，双卡同守护
支持百兆以太网、���K/���K CANbus
搭载�TOPS超强算力处理器，Android/Linux双操作系统
支持�路���p/����p摄像头接入，智慧应用CP AVM ���°环视影像
便捷手麦通信，指挥全地形，畅聊无负担
内置TF卡槽，无限空间，无尽想象
适配新一代CP ISOBUS VT，轻松对接农机具



产品参数

从平技术坚固型车载平板                                                       APOLLO 10  二代

双�G，双卡双待双通
WiFi �.�G / �G
BT �.�
GNSS（选配）
CAN*�
RS���*� 
RS���*�（选配）
DC_OUPUT ��V 输出*�
IO_INPUT 输入*�
USB �.�*�
百兆以太网*�
支持 CP ISOBUS VT

电源 �-��V DC输入
开机打火 ACC 状态检测
供电电源电压检测
防反接保护

通讯和接口 传感

材质规格

环境参数

电源管理

显示
系统

�核, �.�GHz
�G RAM, 支持最高�G
��G ROM, 支持最高���G
Android ��.�
Linux �.��

电源开关键*�，自定义功能按键*�功能按键

连接器

防护等级：IP��
震动：MIL-STD-���
道路车辆标准：ISO�����
工作温度：-��℃-+��℃，湿度：�% - ��%RH
存储温度：-��℃- +��℃，
盐雾：整机盐雾��小时

最高支持AHD摄像头，����P*�或���*�
支持 CP AVM ���°环视影像
内置扬声器
手麦对讲功能（选配） 

��.�" 电容触摸显示屏，支持�指触控
分辨率：����*���px
亮度：���cd/㎡

尺寸(W*H*D) : ���.�*���.�*��.��mm
重量： �.��kg

��PIN 连接器*�
SMA 接头*�
TNC 接头*�
USB Type-A 接口*�

精准农业 工程机械 智慧交通

智慧矿山 工业控制 仓库管理

路桥监测 船港码头 医疗药品


